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agricultural to the south and east, and residential to the north and west, with
approximately S0 residences located within one mile of the sites. Runcoff from the

| sites is collected in a ditch which flows offsite and eventually empties into a
reservoir that provides approximately 6 percent of the drinking water for the City of
Indianapolis. Enviro-Chem began operations in 1977 as a recovery/reclamation/
brokerage facility, accepting solvents, oils and other wastes from industrial
clients. Accumulation of contaminated stormwater onsite, poor management of the drum
inventory, and several spills led to State and EPA investigations of the site.
Between 1977 and 1981, the State permitted Enviro-Chem to dispose of part of its
waste at the adjacent NSL. In 1981, a consent decree was issued against Enviro-Chem
giving them until November 1982 to comply with environmental laws and regulations.
In May 1982, the State ordered Enviro-Chem to close and environmentally secure the
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First Remedial Action (Amendment) - Final

Abstract (Continued)

site because it failed to reduce hazardous waste inventories. Subsequently, two
emergency removal actions were conducted to remove the major sources of contamination,
From 1983 to 1984, approximately 30,000 drums, 220,000 gallons of waste, and 5,650
cubic yards of soil and sludge were removed offsite and treated. In 1985, 20,000
gallons of contaminated water were removed. A 1987 ROD provided a combined remedy for
both NSL and Enviro-Chem due to their proximity and other similarities. The 1987 ROD
addressed source control through soil excavating, dewatering, and onsite disposal,
followed by capping; pumping and onsite treatment of ground water; and implementing
deed and access restrictions. However, since the signing of the ROD, EPA and the State
have been engaged in negotiating with the PRPs for each site. These negotiations have
resulted in separate, complementary remedies and individual consent decrees for each
site, and modifications to the original selected remedy. This ROD amends the 1987 ROD
and provides a comprehensive site remedy for the Enviro-Chem site addressing source
control instead of ground water remediation. The primary contaminants of concern
affecting the soil are VOCs including PCE, TCE, toluene; and other organics including
phenols.

The amended remedial action for this site includes treating contaminated soil onsite
using soil vapor extraction with a granulated activated carbon system to control the
extracted vapor, if necessary; and implementing a contingent remedy for a subsurface
ground water collection and treatment system, based on monitoring results, if clean-up
objectives are not reached in 5 years. Other remedial actions documented in the 1991
ROD amendment include capping the site, implementing site access restrictions, and
monitoring of the subsurface and surface water are not affected by this amendment. The

stimated present worth for this remedial action ranges between $5,000,000 and
$9,000,000. No O&M costs were provided for this remedial action.

PERFORMANCE STANDARDS OR GOALS: Soil clean-up goals are based on ingestion of

subsurface water at the site boundary, and are calculated from the Acceptable
Subsurface Water Concentrations assuming a dilution of leachate to subsurface water of
1:196, and using established partition coefficients. Chemical-specific soil clean-up
goals include phenol 9,800 ug/kg, TCE 240 ug/kg, PCE 130 ug/kg, toluene 238,000 ug/kg,
and total xylenes 195,000 ug/kg.



Declaration for the Record of Decision Amendment
‘gite Name and Location

Environmental Conservation and Chemical Corporation, Zionsville,
Indiana

Statement of Basis and Purpose

This decision document, together with a Record of Decision dated
September 25, 1987, represents the selected remedial action for the
Environmental Conservation and Chemical Corporation site developed
in accordance with the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA), as amended by the
Superfund Amendments and Reauthorization Act of 1986 (SARA), and to
the extent practicable, the National 0il and Hazardous Substances
Pollution Contingency Plan (NCP).

This decision is based on the contents of the administrative record
for the Environmental Conservation and Chemical Corporation site.
The attached index identifies the items which comprise the
administrative record upon which the decision to amend the 1987
Record of Decision, and the selection of the modified remedial
action is based.

The State of Indiana concurs in the remedy selected by U.S. EPA for
the Environmental Conservation and Chemical Corporation site.

Descriptjon of the Remedy

The primary reason for amending the 1987 Record of Decision is to
reflect the decision to implement separate, complementary remedies
for the Environmental Conservation and Chemical Corporation and
Northside Sanitary Landfill sites, instead of the one combined
remedy selected in the 1987 Record of Decision, and secondarily, to
modify the selected remedy.

For the Environmental Conservation and Chemical Corporation site,
the major components of the remedial action, as modified, include:

- Soil vapor extraction, concentration and destruction
- RCRA Subtitle C cap

- Access restrictions

- Subsurface and surface water monitoring

- Contingent subsurface water collection and treatment



Declaration

The selected remedy, as modified herein, is protective of human
health and the environment, attains Federal and State requirements
that are applicable or relevant and appropriate to this remedial
action, and is cost-effective.

This remedy satisfies the statutory preference for remedies that
employ treatment that reduce toxicity, mobility or volume as a
principal element and utilize permanent solutions and alternative
treatment technologies to the maximum extent practicable.

Because this remedy will result in hazardous substances remaining
on-site, pursuant to Section 121(c) of CERCLA, a review will be
conducted at the site within five years after commencement of the
remedial action and at least every five years thereafter to ensure
that the remedy continues to provide adequate protection of human
health and the environment.

o/

LTI 7y e

Date Valdas V. Adapkus
Regional Adm istrator
Region V



Record of Decision Amendment
viroe n v

I.  LOCATION AND DESCRIRTION

The Environmental Conservation and Chemical Corporation (also
referred to as Enviro-Chem, or ECC) and the Northside Sanitary
Landfill (NSL) facilities are both on the Superfund National
Priorities List, and are located adjacent to each other. on
September 25, 1987, a Record ®f Decision (ROD) was signed which
selected a combined remedy for the two sites. Since the time the
original ROD was signed, U. S. EPA and the State of Indiana have
engaged in negotiations with Potentially Responsible Parties (PRPs)
for each site. These negotiations have resulted in separate
remedies for each site, individual Consent Decrees for each site,
this amendment to the 1987 ROD, and an amendment to the 1987 ROD
relating to the NSL site. The purpose of this ROD Amendment is to
describe the changes from the remedy selected in the 1987 ROD, as
they pertain to ECC.

The Enviro-Chem site is located in a rural area of Boone County,
about five miles north of Zionsville and ten miles northwest of
Indianapolis. Farmland borders the southern edge of the site and
borders the eastern edge of NSL. Residential properties are
located to the north and west, within one-half mile of the
facility. A small residential community, Northfield, is located
north of the site on U. S. 421. Approximately fifty residences are
located within one mile of the site.

An unnamed ditch runs north to south between the ECC and NSL sites,
along the western edge of NSL, and joins Finley Creek at the
southwestern corner of the NSL landfill. Finley Creek runs along
the eastern and southern edges of the NSL site and flows into Eagle
Creek about one-half mile downstream from the sites. Eagle Creek
flows south from its confluence with Finley Creek for ten miles
before it empties into Eagle Creek Reservoir. The reservoir
supplies approximately six percent of the drinking water for the
City of Indianapolis.

II. SITE HISTORY AND ENFORCEMENT ACTIVITIES

The 1987 ROD set forth the history of the ECC site through the date
of its issuance. Subsequent to the issuance of the 1987 ROD, the
following activities of pertinence have occurred:

1. Both before and after the 1987 ROD was issued, a group of
defendants, who in 1983 had entered into a partial settlement of a
pending court action, proposed to clean up the Enviro-Chem site
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utilizing a soil vapor extraction system. In a letter dated
February 1988, U. S. EPA rejected this proposal because, among
other deficiencies;, the proposal failed to consider the cost of
pilot testing or of a granular activated carbon system to treat the
extracted vapor.

2. Subsequently, this group of defendants undertook a pilot soil
vapor extraction study at Enviro-Chem. The results of the study,
which was performed in June 1988, indicate that a vapor extraction
system, with certain enhancements, may significantly reduce the
levels of volatile organics and phenols in the soils.

3. These same parties then offered to perform a remedy at the
Enviro-Chem site utilizing a closed soil vapor extraction system,
with a granulated activated carbon system to treat the extracted
vapor. In response, U.S. EPA and the State of Indiana entered into
negotiations with these parties concerning the terms under which
they might assume responsibility for remediating the site. The
proposed Consent Decree and Exhibit A embody those negotiated terms
and provide the details of the remedy as it will be performed
pursuant to the ROD as amended, herein. )

III. COMMUNITY RELATIONS }

This ROD amendment, as proposed, was available for public comment
for a thirty day period, pursuant to Section 117 of SARA. An
Administrative Record containing the documents considered or relied
upon in reaching the decision in this Amendment has been available
at the Zionsville Town Hall and at the offices of Region V, U.S.
EPA. in Chicago.

IV. DOCUMENTATION OF BIGNIFICANT CHANGES FROM 1987 ROD

This ROD Amendment addresses those elements of the remedy which
have changed from the 1987 ROD and the requirements and preferences
under SARA. Many elements of the original 1987 ROD do not change.
Therefore, the findings made in the 1987 ROD remain the same except
for the changes described in this ROD Amendment.

’
-

The major differences between the remedy selected for ECC in the
1987 ROD and the remedy selected in this amendment are as follows:

- The use of soil vapor extraction technology is selected
in this Amendment, instead of the ground water
collection and onsite treatment selected in the 1987 ROD.

- The ground water collection and treatment selected in
the 1987 ROD would have resulted in cleanup of the site
after a long period of system operation, whereas the soil
vapor extraction selected in this Amendment will result
in cleanup of the site in a significantly shorter period
of time.
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- There were no on-site cleanup criteria specified in the
1987 ROD; this Amendment specifies Acceptable Scoil
Concentrations, which are based on ingestion of
subsurface water at the site boundary and Acceptable
Subsurface Water concentrations based on 1x10-6 risk, on
Maximum Contaminant Levels, on Maximum Contaminant Level
Proposed Goals, or on Lifetime Drinking Water Health
Advisories.

- If the soil vapor extraction does not reduce the
specified onsite contaminants to their cleanup standards
within 5 years, a subsurface water collection system may
be installed, the collected water treated in accordance
with Clean Water Act and CERCLA requirements, and
disposed of. This contingent activity is similar to
a major component of the 1987 ROD remedy, which required
collection and onsite treatment of ground water. However,
under this ROD Amendment, the interception of the ground
water will occur at a point nearer the ECC contamination.

Key portions of the remedy which remain the same from 1987 are
summarized here:

- Access restrictions will be implén;ntcd to control use
of the site.

- A RCRA Subtitle C cap will be installed to prevent direct
contact with contaminated soils, and to reduce
infiltration. The cap will also enhance the vapor
recovery component of the amended remedy.

- The off-site cleanup levels (Acceptable Stream
Concentrations) remain the same as in the 1987 ROD,
except that a cleanup criterion for PCBs has been added,
which represents a 1x10-6 risk level.

- Monitoring of the subsurface water and surface water will
be implemented to ensure that no contamination exceeds
surface wvater standards (see Attachment 1).

This ROD Amendment selects separate and distinct remedies for ECC
and NSL, which do not encompass the additional area of
contamination south of ECC that was discussed in the 1987 ROD.
Pre-design investigations indicated that this is a discrete
contaminated area, and the cleanup of it will be pursued in another
manner.

During the design phases for both the ECC and the NSL remedies,
efforts will be made to ensure that the two remedies will be
compatible with each other.



ENVIRONMENTAL CONSERVATION AND CEEMICAL CORPORATION
DIFFERENCES BETWEEN 1997 REMEDY AND REMEDY, AS MODIFIED

4987 REMEDY MODIPIED REMEDY

Combined remedy for ECC and NSL Separate, compatible
renmedies for ECC and
NSL

Ground water collection and Soil vapor extraction

treatment v
Long~-term treatment of ground Removal of source of
water ' contamination by

reducing concentra-
tions of organic chem-
icals to cleanup
levels within 5

years

-
-

No on-site cleanup criteria Acceptable Soil Con-
centrations and Ac-
ceptable Subsurface
Water Concentrations

established
No additional remedial Subsurface water col-
requirements if cleanup lection and treatment
standards not achieved instituted if soil

vapor extraction does
not achieve cleanup
levels in 5 years

Figure 1 shows some components of the remedial action selected in
this ROD Amendment.

V. DRESCRIPTION OF MODIFIED REMEDY

The technical attachment to the Consent Decree (Exhibit A) provides
details regarding the remedial action selected in this ROD
Amendment. The remedial action consists of the following general
components:

Soil vapor extraction, concentration and destruction
RCRA Subtitle C cap

Access restrictions

Subsurface and Surface Water Monitoring

Contingent subsurface water collection and treatment
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Boil Vapor Rxtraction, cConcentration and Destruction

The objective of the soil vapor extraction activity is to remove
and destroy volatile organic compounds and selected base
neutral/acid organics from the soils through a series of injection
and extraction trenches. Operation of the soil vapor extraction
system will be terminated when the Acceptable Soil Concentrations,
as shown in Attachment 1, and discussed below, are achieved and
verified as specified below.

The 1987 ROD selected Acceptable Stream Concentrations as ARARs for
off-site subsurface water and for surface water. In addition, a
cleanup level for PCBs has been added, which represents a 1x10-6
risk level. Achievement of the Acceptable Stream Concentrations
for off-site subsurface water and surface water are also required
in this ROD Amendment.

Because this ROD Amendment adds a source removal component,
additional standards and regulations are applicable or relevant and
appropriate. To confirm that the required level of cleanup of on-
site soils has occurred, this ROD Amendment establishes Acceptable
Subsurface Water Concentrations which must be met in on-site till
wells, and Acceptable Stream Concentrations which must be met in
off-site subsurface water and surface water.

Those Acceptable Subsurface Water Concentrations specified herein
are either risk-based standards, Maximum Contaminant Levels,
Maximum Contaminant Level Proposed Goals or Lifetime drinking water
health advisories. The Acceptable Subsurface Water Concentrations
specified in Attachment 1 will have to be met in on-site till wells
as part of the post so0il cleanup verification required to shut off
the soil vapor extraction systemn. In addition, these cleanup
levels form the basis for the Acceptable Soil Concentrations.

The Acceptable Soil Concentrations will have to be met in on-site
soil samples as part of the post soil cleanup verification regquired
to shut off the soil vapor extraction system. They are based on
ingestion of subsurface water at the site boundary, and are
calculated from the Acceptable Subsurface Water Concentrations,
assuning a dilution of leachate to subsurface water of 1:196, and
using established partition coefficients. The ratio of leachate to
subsurface water is based on Appendix C of the ECC Remedial
Investigation report.

Acceptable Soil Concentrations based on ingestion of soil were
considered, but wvere eliminated. For each parameter showing an
Acceptable Soil Concentration in Attachment 1, the standards based
on subsurface water ingestion are significantly lower than the
standards based on soil ingestion. Because the site will be
covered with a Subtitle C cap and direct contact with the soil will
be prevented, the pathway of most concern is through the subsurface
water.
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Achievement of the Acceptable Soil Concentrations shown in
Attachment 1 will be verified when each of the following is met:
(1) soil vapor collected from restarts of the system show
calculated soil vapor concentrations in equilibrium with the
Acceptable Soil Concentrations; (2) on-site till wells show
compliance with the Acceptable Subsurface Water Concentrations,
also shown in Attachment 1; and (3) soil samples collected onsite
show compliance with the Acceptable Soil Concentrations.

When verification has been demonstrated, operation of the soil
vapor extraction system will be terminated. If the Acceptable Soil
Concentrations are not met within five years, U.S. EPA may require
implementation of the leachate/subsurface water collection and
treatment system.

RCRA gubtitle C Cap

The cap placed on the site will have multiple layers and will
comply with the requirements of Subtitle C of the Resource
Conservation and Recovery Act. The cap will prevent direct contact
with contaminated soils, reduce infiltration, and enhance the soil
vapor extraction system. L
—

Access Restrictions

Access restrictions will consist of those specified in the 1987
ROD.

subsurface and Surface Water Monitoring

The purpose of the subsurface and surface water monitoring is to
detect the presence of the volatile organic compounds, base
neutral/acid organics, PCBs, and heavy metals specified in
Attachment 1 in the subsurface and surface water during and after
soil vapor extraction, and to provide information to determine the
effectiveness of the soil vapor extraction program.

Once the Acceptable Soil Concentrations have been verified, and the
soil vapor extraction system has been shut off, sampling of off-
site till wells, on-site till wells, off-site sand and gravel
wells, and surface water will be conducted for seven years on a
semi-annual basis.

If, during the seven years of monitoring, cleanup levels are
exceeded, construction of a ground water collection trench and the
treatment of the collected ground wvater will occur. This action is
substantively identical to the component of the 1987 remedy
requiring construction of a french drain, onsite treatment of the
collected ground water, and discharge pursuant to an National
Pollutant Discharge Elimination System permit to Finley Creek.
This amended remedy contemplates a more flexible approach to this
activity, however, in that the trench may be located in closer
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proximity to the contaminated area, and the collected ground water
may be sent to a publicly owned treatment works, consistent with
applicable law and regulations.

Table 1 is a summary comparison of the 1987 ROD and the 1989 ROD
Amendment relative to the Agency's nine evaluation criteria.

VI.  STATUTORY DETERMINATIONS

U.S. EPA has determined, and the 1Indiana Department of
Environmental Management concurs, that the remedy selected in this
ROD Amendment satisfies the statutory requirements specified in
Section 121 of SARA to protect human health and the environment;
attain ARARs; utilize permanent solutions and alternative treatment
technologies to the maximum extent practicable, and to provide for
a cost-effective response.

Protection of Human Health and the Environment

The remedy selected in this ROD Amendment will eliminate the
migration of contaminants in the subsurface water and will prevent
their discharge into the Unnamed Ditch and Finley Creek. This will
be accomplished by removing organic chemicals from the soil through
soil vapor extraction.

Some short term air and water releases may occur during the
construction of the soil vapor extraction system. Engineering
controls will be employed to minimize the releases, in accordance
with any applicable laws and regulations.

Attainment of Applicable, or Relevant and Appropriate Requirements

Section 121(d) of SARA requires that remedial actions meet legally
applicable or relevant and appropriate requirements (ARARs) of
other environmental laws. These laws may include: the Resource
Conservation and Recovery Act (RCRA), the Clean Water Act (CWA),
the Clean Air Act (CAA), the Toxic Substances Control Act (TSCA),
the Safe Drinking Water Act (SDWA), and certain State laws which
have stricter requirements than the corresponding Federal law. A
"legally applicable" requirement is one which would legally apply
to the response action if that action were not taken pursuant to
Section 104 or Section 106 of CERCLA. A "relevant and appropriate
requirement” is one that, while not legally applicable to the
remedial action, addresses problems or situations sufficiently
similar to those encountered at the site that their use is well
suited to the remedial action.

The discussion contained in the 1987 ROD pertaining to ARARs
continues to be pertinent to the amended remedy. The method for
achieving compliance with those ARARs, though, has been modified.

The following is a description of the ARARs for the amended



components ©f the remedy and an explanation of how this amended
remedial action meets those requirements:

1. RCRA Closure/Post Closure Requirements.

The amended renmedy will satisfy closure and post-closure
requirements of RCRA and the analogous State of Indiana
requirements applicable to hazardous waste landfills.

The 1987 remedy specified a RCRA Subtitle C cap, a french drain,
ground water collection and treatment, and 30 years of ground water
monitoring. The amended remedy herein provides for the utilization
of enhanced soil vapor extraction technology to substantially
reduce the levels of contaminants remaining onsite, construction of
the Subtitle C cap, and 7 years of surface and subsurface water
monitoring once soil cleanup criteria have been verified. It also
provides for construction of a subsurface water collection trench
if the monitoring indicates contaminants are present above cleanup
levels. This is, in essence, the "corrective action”" which would
be required if compliance monitoring disclosed the need for same
under RCRA.

The Indiana Department of Environmental” Management, which is
authorized to administer RCRA, has determined, through its
Commissioner, that utilization of soil vapor extraction to
significantly reduce contamination in soil at the site warrants the
contingent elimination of the french drain and reduction of the
time period for post-closure ground water monitoring. The U.S. EPA
hereby similarly determines that this modification complies with.
RCRA. The RCRA regulations applicable to closures of hazardous
waste landfills are found at 40 CFR 265.110, et seq. Section
265.117 provides that post-closure monitoring must continue for 30
years, but that,

"Any time preceding closure of a hazardous waste unit,...
the Regional Administrator may:

(1) Shorten the post-closure care period applicable to the
hazardous waste management unit, if all disposal units
have been closed, if he finds that the reduced period is
sufficient to protect human health and the environment
(e.g., leachate or ground-water monitoring results,
characteristics of the hazardous waste, application of
advanced technology, or alternative disposal, treatment, or
reuse techniques indicate that the hazardous waste
management unit or facility is secure):

It is the determination of U.S. EPA and&“the State of Indiana
Department of Environmental Management that use of soil vapor
extraction, construction of the cap, and the tripartite
verification of soil cleanup, is sufficient to protect human health
and the environment, so as to justify shortening the compliance



9

monitoring period to seven years from the date that soil cleanup
has been verified.. This determination is, in part, based on the
fact that those contaminants which will not be significantly
reduced by use of so0il vapor extraction, are relatively insoluble
and immobile, and therefore unlikely to migrate into the subsurface
water. It is further based on the finding that soil vapor
extraction will significantly reduce the volatile organic compounds
and other contaminants which do migrate into and with ground water.

The soil vapor extraction remedy selected herein is both
*innovative" and "advanced". 1Its innovative aspect is a function
of the use of injection and extraction trenches, with a cap, which
produces a closed system. It is advanced in that it will utilize
granular, activated carbon to remove the contaminants from the
vapor.

Moreover, this amended remedy selects a backup component,
implementation of a subsurface water collection and treatment
procedure similar to the french drain specified in the 1987 ROD, if
sanple results disclose contaminants at levels above the subsurface
and surface water cleanup levels during the seven year compliance
monitoring period. The collected subsurface water would be
discharged pursuant to an NPDES permit, as described in the 1987
ROD, sent to a publicly owned treatment works, or otherwise
disposed of, in a manner which complies with applicable or relevant
and appropriate laws and regulations, including the Clean Water
Act.

2. On-site Soil and On-site Subsurface Water

As described above, the Acceptable Soil Concentrations are the
cleanup levels for on-site soils, and the Acceptable Subsurface
Water Concentrations are the ARARsS for on-site subsurface water.
Both the Acceptable Soil Concentrations and the Acceptable
Subsurface Water Concentrations determine the level of cleanup on-
site. In order for the soil vapor extraction system to be shut
off, and additional remedial measures not be required, these
cleanup levels/ARARs will have to be met.

3. Off-site Subsurface Water and Surface Water

The Acceptable Stream Concentrations specified in Table 1 of the
1987 ROD remain the ARARs for off-site subsurface water and surface
water. In addition, a cleanup level for PCBs has been added, which
represents a 1x10-6 risk level. The remedy selected in this ROD
Amendment will meet or exceed these ARARS.

4. Subsurface Water Protection

The subsurface water from underneath Enviro-Chem generally flows to
the southeast and discharges into the Unnamed Ditch. The removal
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of organic chemicals from the soil, and the subsegquent

prevention of contaminant migration are consistent with U.S. EPA's
Ground Water Protection Strategy. In addition, the sState's
drinking water and industrial water standards would not be
jeopardized thus adhering to Indiana's nondegradation policy.

5. On-Site Construction Activities

The on-site construction activities at Enviro-Chem may create
fugitive dust. Any precautions required by state or other
applicable laws will be taken during construction to minimize
fugitive dust emissions.

Cost-Effectiveness

The modified remedy selected in this ROD Amendment is as protective
as, and offers greater long-term effectiveness than the 1987 ROD
remedy. In the Feasibility Study completed at the time of the 1987
ROD, the cost of the combined Northside/Enviro-Chem remedy was
estimated to be $33.9 million. The modified remedy discussed in
this ROD Amendment for ECC alone is estimated to cost at minimum $5
million and at most, $9 million. The total cost of the separate
remedies for Northside and Enviro-Chem is now estimated to be
between $30 and $39 million. The modified remedy selected in this
ROD Amendment contains additional remedy components, as discussed
in Section V; the modified remedy is a cost-effective solution.

Utilization of Permanent Scolutions and Alternative Treatment
Technologies to the Maximum Extent Practicable. and Preference for
Treatment as a Principal Element

If the soil vapor extraction program selected in this ROD Amendment
is successful, the concentrations of organic chemicals in on-site
soils and subsurface water will be permanently reduced to levels
which are below those shown in Attachment 1. If the soil vapor
extraction program is not successful within the required timeframe,
subsurface wvater will be collected and treated, preventing the
migration of contaminants off-site.

VII. FUTURE ACTIONS

The anticipated Remedial Design and Remedial Action schedule is
attached as Figure 2.

»
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TABLE 3-1 (Page '\ of Q)
SI1TE-SPECIFIC ACCEPTABLE CONCENTAATIONS
ENVIRONMENTAL CONMSERVATION AND CHEMICAL CORPORATION (ECC) SITE

Acceptadble
Subsurface vWater Acceptable Stream Acceptadie Soil
Concentration (1,2) Concentration (3,4) Concentration ($,6)

Compourds (w/l) (vg/l) (vg/kg)
VOLATILE ORGANICS (VOCS):
Acetone 3,500 as 490
Chiorobenzens 60 NCLGr 10,100
Chilorofora 100 mCL 5.7 2,300
1,1-Dichioroethene 0.33 ™ s.7
1,3-0ichlorcethene 7 uCL 1.85 120
Sthyibenzens 680 nCLOP 3,280 234,000
Methylene Chloride 4.7 ®8 15.7 20
Methyl Ethyl Ketome 170 (DuKA %
Methy! [sobutyl Ketone 1,750 s 8,900
Tetrachioroethene 0.49 a8 8.8% . 130
Toluene 2,000 ncLGP 3,600~ 238,000
1,1, 1-Trichiorocethane 200 mCL 5,280 7,200
1,1,2-Trichlorcethane 0.61 &8 61.8 22
Trichlorocethene S nCL 80.7 2460
Total Xylenes &0 nCLCr 195,000
BASE NEUTRAL/ACID ORGANICS:
Bis(2-ethylhexyl)phthalate 2.5 1 50,000
Di-n-Butyl Phthelate 3,500 ng 154,000
Oiethyl Phthalste 28,000 18 $2,100
Isophorone 8.5 as
Naphthalene 14,000 &8 620
Pherol 1,600 R $70 9,800
INORCANICS:
Antisony 1%
Arsenic 50 =ty 0.0178
Sarium 1,000 wCL
Seryilium mn
Colnium 10 nCL
Chromium Vi 50 wCL 1"
Lead $0 mcL 10
Ranganase 7,000 as
Nickel 150 (LOwKA 100
Silver $0 ncL
tin 21,000 nrs
Yenadium %S n
Zine 7,000 18 o7
Cranide 154 LOwwA $.2
PESTICIDES/PCBS:
PCls 0.0045 &8 (7) 0.000079 (7.8)
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TABLE 3-1 (Page 2 of 2)
SITE-SPECIFIC ACCEPTABLE CONCENTRATIONS
ENVIRONMENTAL CONSERVATION AND CHEMICAL CORPORATION (ECC SITE)

NOTES:

(1) RB Risk-based standard. U.S. EPA, Draft RCRA Facility

Investigation Guidance, 1987.

MCL = grinking vater Maximum Contaminant Level. 40 CFR

41

MCLGP = Drinking water MCL goal, proposed. U. S. EPA
Superfund Public Health Evaluation Manual, update
of November 16, 1987.

LOWHA = Lifetime drinking water health advisory. U.S. EPA,
Superfund Public Health Evaluation Manual, update
of November 16, 1987.

(2) In the event that higher concentrations than those set forth
for any parameter in this column are present in the upgradient
subsurface water in the till and/or sand and gravel according to
the procedure specified below, then those higher upgradient :
subsurface water concentrations and not the values set forth in
this table shall constitute the Acceptable Subsurface Water
Concentrations within the meaning of this Exhibit A and the
Consent Decree. Those upgradient subsurface water concentrations
are referred to in this Exhibit A as "Applicable Subsurface Water
Background Concentrations.” Twelve subsurface water sanmples will
be taken from existing or new well locations, approved by EPA,
over at least a 12 month period in areas upgradient of the site.
The exact procedure, location of wells, and schedule for
collecting and analyzing the samples will be approved by EPA,
after consultation with the State, prior to its implementatiocn.
Subsurface samples for inorganics and PCB analysis will be
filtered. For each parameter, the analytical results from the 12
sanples vill be analyzed using standard statistical procedures.
The mean and standard deviation will be calculated, and all non-
detects will be assigned a value equal to 1/2 the EPA-approved
quantification limit. For purposes of this Document, "Applicable
Subsurface Water Background Concentrations" is defined as two (2)
standard deviations above the calculated mean of these 12
sanmples.

(3) Strean Criteria, fton-Table 1 of the Record of Decision for
the site, September 25, 1987.

(4) In the event that higher concentrations than those set forth
for any parareter in this column are present in the upstreanm
surface water, then those higher upstream concentrations and not
the values set forth in this table shall constitute the
Acceptable Stream Concentrations within the meaning of this
Exhibit A and the Consent Decree. Those higher upstream surface
water concentrations are referred to in this Exhibit A as

Attachment 1 (cont.)



"Applicable Surface Water Background Concentrations.” Twelve
surface water samples will be taken from Unnamed Ditch ups<trea:
of the site over at least a 12 month period. The exact
procedure, location of samples, and schedule for collecting ang
analyzing the samples will be approved by EPA, after
consultation with the State, prior to its implementation. For
each parameter, the analytical results from the 12 samples will
be analyzed using standard statistical procedures. The mean ang
standard deviation will be calculated, and all non-detects will
be assigned a value equal to 1/2 the EPA-approved quantificatiocn
limit. For purposes of this Document, "Applicable Surface Water
Background Concentrations" is defined as two (2) standard
deviations above the calculated mean of these 12 samples.

(5) Acceptable Soil Concentration is based on ingestion of
subsurface water at the site boundary, assuming a dilution of
leachate to subsurface water of 1:196 (Appendix B).

(6) The Acceptable Soil Concentrations, within the meaning of
this Exhibit A and the Consent Decree, will be achieved when the
arithmetic average of the 20 soil sample results for each
paraneter, assigning all non-detect results a value of onc-half-
the detection limit, do not exceed the values set forth in this:
table by more than 25 percent.

- (7) So long as the EPA-approved quantification limit for PCBs in
water is above the acceptable subsurface water and stream
concentrations for PCBs, compliance with the Acceptable
Subsurface and Stream Concentrations for PCBs will be determined
as follows: all subsurface and surface water samplé results for
PCBs must be below the EPA-approved quantification limit for

PCBs (at the time compliance is determined).

(8) Modified from Superfund Public Health Evaluation Manual,
October, 1986, EPA 4/540/1-86/060, OSWER Directive 9285.4-1.
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Protection of
human health and
the environment

Compliance with
ARARS

Long-term
Effectiveness

Reduction in
Toxicity, Mo-
bility and Volume

Short-term
Effectivenass

Implementability

Cost
State Acceptance

Community Acceptance

Surface wvater pro-
tected by ground
water collection

Compliance with off-
site ARARs (Accep-
table Stream
Criteria)

Less certain, due
to slower removal
of contaminants,
and the need for
long-term main-
tenance of the
treatment sgystem

Slow reduction in
volume of contam-
inants from ground
water collection

Little site distur-
bance; little chance
of releases during
construction

Simple construction:
long-term operation
and maintenance re-
quired

$3 million
Full acceptance

Full acceptance

A/.‘

MODIFIED REMEDY

Surface water pro-
tected by soil
vapor extraction

Compliance with
off-site ARARS,
(Acceptable Stream
Criteria), on-site
ARARS (Acceptable
Soil Concentrations
and Acceptable Sub-
surface Water
Concentrations)

Faster removal of

- contaminants, and
less time required
for long-term
maintenance

Faster reduction in
volume of con-
taminants from soil
vapor extraction

Possibility of air
and water releases
during construc-
tion; these will be
minimized through
engineering con-
trols

More complex con-
struction; oper-
ation and mainte-
nance time reduced

$5 to $9 Million

Full acceptance

Anticipate ac-
ceptance
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EPA files suit against Enviro-Chem PRP_s

Federal court asked to assess costs order clean-up to begin at area Superfund site "

The U.S. Environmental Pro-
tection Agency (EPA) has filed a
~lawsuit asking the U.S. District
Court for the Southern District of
Indiana to declare 19 potentially
responsible parties (PRPs) | hable
for the EPA’s recommended clean- ~
up at the former site of Enviro-
Chem on U.S. 421 north of Zions-

ville. .
No one.from the EPA was
available to comment on whether
the lawsuit sngnaled the breakdown
of negotiations with PRPs over
an-up of lheSuperfund site.

owever, Elizabeth Maxwell, an
EPA attorney and one of those

whose signature appears. for lhe.

“ of the clean-up at the two sites was *

. 1983, as well as interest and lcgah : Industries,’

government on “the lawsult. told 1987, covermg both the Envuo—
. local residents at a meeting last fall Chem and NSL sitcs.

that the EPA would proceed 10 " pe gawsuit contends that each

court if agreement could not be ‘¢ “
reached with the compames lhat Of the 19 companies “arranged for

placed hazardous l'!l'g‘ Jmls on the.

e % with. & transporter, for 'disposal or-

similar to that set forth in an-’
administrative order issued by the
EPA against Jonathan Bankert, ‘Sr., .
Patricia Bankert, Roy Strong, and
Davxd Finton on June 2. R

A second administrative order -
was issued June 2 against the Ban- :
kerts, their children, and Northside' -
Sanitary Landfill, Inc., demandmg 43, :
clean-up of the adJacent Northside The PRPs “‘"“Cd in thc lawsuit
Sanitary Landfill (NSL) site. Costu' are American Waste Proccssmg.

EPA says, included solvents and

tainers, “many of which were
. ground, or in danger of doing so”
‘when the EPA stcppcd in on

Lock Corporation; Chemical Mar--
'kcung Company of Amcrica, a/k/a

‘ ' + Chemart;* Chris. - Grabber; and

" According to the complamt ﬁled .Durako Pamt and Color Corpo- ~
last Friday, the 19 PRPs named are " ration., .=~ - . o

~ jointly and individually liable under * Also, Flint *Ink Corporation; -
federal law for some $3.5 million, Harmeson. Manufacturing Comp- -

estimated by the EPA at approxh
mately $34 million .

dxsposal orreatment,;or arranged . ‘

 treatment ot' hazardous matenals at | ¥
The demand in the' lawsuit is nhosm.-.. Sl h ; N

- The hazardous matennls. the ;-
other chemicals in drums and con-

¥ deteriorating and leaking into the

Seplcrnbcr 8 '1983. -

spent by the EPA in its emergency “any, Inc.; JeIf Boat, Inc.; Kelley :
response at the Enviro-Chem site in..; chhmcal Coatings, Inc.; Leader

(formcrly Umvcrsal
e 4 ’Dnsplay Corporation).’

Addluonally. lhc EPA has nskcd o Also, Mcad Johnson & Comp- )
the court to order the 19 PRPs o any; P B & S Chemical Company,
bcgm work on the clean-up of the: Inc.; Pristine, Inc.; Teanant Com- . :
site. The clean-up recommended by . pany; “Union S(ccl Products, Inc.; ¢

~expenses in collecnon of thaL,, -play, "Inc::
~ amount. LA \._,;.‘.

ST

Inc.; and Marpat Dis- ";

the EPA was described in a Recordd'.Woodall Painy Woodall Industries; -

of Dccision issued September 25,,% and Wyandotte Paint Products.

.; Barry Blower Company; Best -'

e




STAR METRO REPORT

Zionsville, Ind. — Contami-
nation is confined mostly to the
area of a landfill near Zionsville,
but there gre indications the pol-
lution s 'moving gradually to-
ward Indianapolis. a U.S. Envi-
ronmental Protection Agency
official said Wednesday.

An EPA report given to resi-
dents at a public meeting said
some of the contaminants —
including mercury. oils and pes-

ticides — have made their way
to nearbhy Finley Creek, which
flows into Eagle Creek.

At fssue s a 76-acre site
north of Zionsville used by Envi-
ronmental Conservation and
Chemical (Enviro-Chem) Corp.
and the Northside Sanitary
Landfill, which is on the EPA’s
Superfund list for clcanup.

Karen A. Vend], regional proj-
ect manager, sald no plan has
been formulated to clean the
site. She said another public

THE INDIANAPOLIS STAR
THURSDAY, MAY 22, 1986

Enviro-Chem pollutants edge toward Indianapolis

meeting probably would be hcid
this summer to hear from resi-
dents on cleanup plans.

Ms. Vend! said the report of a
12-month study indicated con-
tamination in the area of the
landfill, but most was confined
to the landfill itself. :

She said it was unknown
what kind of contaminants were

coming from the Northside Sani- -
tary Landfill, but a number of .

organic and inorganic com-

pounds were coming from the i

Enviro-Chem site.
The most hazardous clements
include metals such as iron, alu-

minum, mercury and zinc, she’
said. The organic compounds in- -

clude oils and pesticides.
Ms. Vendl said the greatest
danger to residents would be in

drinking groundwater or eating .
anything from the soil that con- -

tains the contaminants.
She said the remedial studieg
cost $600,000 to $800,000.7 =

P
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The Division of Land Pollution Control
staff is pleased to make the following
material available to you. If our staff may
be of further assistance please contact me
at AC 317/243-L11), or the address below.

bv:) i?’. 3’4::'!,{1 ! .
WASTE MANAGEMENT DY
HATARRQUS WAST ENFRCIM:Y

FROM: (A/J‘Lr«/ G}.”/ o

\J
DIVIEION OF LAND POLLUTION CONTROL
INDIANA STATE BOARD OF HEALTH
1330 WEST MICHIGAN STREET
INDIANAPOLIS, IN 46206

State Form 24314 gpH64-099




solidate "+
lown site ..

These may include the de-
partment's printing shop, now
on the ground level of the State-
house, and members of the
school finance and administra-
tion centers, now on the ground
floor and second floor of the Cap-
ito' These moves would fit into
p . to refurbish the Capitol for
its 100th anniversary in 1988.

: department has rented
the sNorth Meridian bullding
since 1978. Norman Culbertson,
head of the corporation that
owns the building, said he'd like
the agency to remain. He de-
clined to comment on the depar-

ture during negotiations with the

state.

Papcheff said negotiations
only involve the poasibility of
extending th¢ lease for a few
months.

The state occupies 47,560
square feet in Culbertson’s
building, but Evans doesn’t
think the space is the most eff}-
cler* the department could have.

here's same crowding,
there's a prohlem of temperature
cor \ and some question' of
who o responslble for mntme-
nance,” Evans remarked. “Liter-
ally in all aspects, it is pot the
kind of facility we need.”

He said he has no preference
for a new Jocation, as long as it
brings the stafl closer to his
Statehquse office and accommo-
dates the budget, parking needs
and a new department organiza-
tional acheme.

Joha R. Hammond, Gov. Rob-
et D. Orr's gxecutive assistant

for education, said the move “I. ’

ahellohpodldu."

s complaint

rg

i
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Enviro-Chem pollutants edge toward Ipdlanapohs

STAR METRO REPORT

Zionsville, Ind. — Contami-
nation (s confined mostly to the

arca of a landfill near Zionsville,

but there are indications the pol-
lution s maving ly to-
ward [ndianapolts, & U.S. Envi-
ronmental Protection Agency
official said Wednesday.

An EPA report given to resi-
dents at a public meeting sald
some of the contaminants —
including mercury, oils and pes-

ticides — have made their way
to nearby Finley Creek, which
flows Into Eagle Creek.

At lesue is a 76-acre site
north of Zionaville used by Envi-
ronmental Conservation and
Chemical {Enviro-Chem) Corp.
and the Northside Sanitary
Landfill, which is on the EPA’s

Superfund list for cleanup.

Karen A. Vendl, regional proj-
ect manager, said no plan has
been formulated to clean the
site. She sald another public

meeting probably would be held
this summer to hear from regi- ..
dents on cleanup plans. | |

Ms. Vend! said the report of a
12-month study indicated con. |
tamination in the area of the
landfill, thmm
to the landfill iteelf.

She said it was unknovm
what kind of contaminants were
coming from the Northside Sant-
tary Landfill, but a number of
organic and {norganic com-

were coming from thp
viro-Chem aite.

The mogt hazardous ehmen»
inciude mefals such as iron, ala- .
minum, mercury and zinc, she| |
said. The organic compoundo n.
¢lude oils and

' Ma. Vendl sad th w

nf to mldenu he in
drin pr epting,
.nytmng m the .on that con-

tains the contaminants. ‘
She sald the remedial studjes |
cost §800.000 to 8800,000. - |

OPEN MONDAY,
MSMORIAL DAY,
$706 .
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an=l Nursery & Crafts, Inc.

" | All Sole Prices,

: Unless Otherwise
. Noted, Good Thry
Mondcy May 2

_All Tray Annuals & Annuals In 10-Inch - ,l'lw:rlnc Azaleas :
2 4
Vegetable Plants ‘Hanging Baskets avolloble with pink or red bloams. & - [

r entire selection now on sale! Mix Choose from begonias, petunias, im- : .uqu conires! ogoinu other land- .
ond motch aoll yor “wvorites. potiens and mor(  “ighten wlndqwl ‘ y ‘0{'7 2.99. :
69¢ & 89¢ 110, and porches. Each eg. 0.99. |.‘ 3’3."; ‘
Mig Or March ‘lﬂ o An -y A .. —_—— '



